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Client: The Millboard Company 

 Castle Court 

 Bodmin Road 

 Coventry 

 CV2 5DB 

 
Requested by: Prayer Nkomo - BBA 

 

Job No: T9 54167 (S1 52131) 

 

Work period: April 2014 – November 2015 

 

 

 
1 REPORT CONDITIONS 
 
1.1 This Report: 
 

● relates only to the product/system and sample/specimen thereof named and described 
herein 

● relates only to the specified tests and test conditions described herein 
● is issued only to the company, firm, organisation or person named herein — no other 

company, firm, organisation or person may hold this Report or claim that it has been issued 
to them 

● has to be read, considered and used as a whole document — it may be misleading and will 
be incomplete to be selective 

● is copyright of the BBA 
● is subject to English Law. 

 
1.2 No verification of any of the materials, samples, specimens, information, data or documents 

supplied to the BBA has been made, except where otherwise stated. 
 
1.3 Publications, documents, specifications and similar matter that are referred to herein, are those 

that were current at the date of issue of this Report, except where otherwise stated. 
 
1.4 The BBA has used due skill, care and diligence in preparing this Report, but no warranty is 

given or implied. 
 
1.5 In issuing this Report, the BBA is not responsible; and is excluded from any liability to any 

company, firm, organisation or person; for any matters arising directly or indirectly from: 
 
● the presence or absence of any patent, intellectual property or similar rights subsisting in the 

product/system 
● individual installations of the product/system, including their nature, design, methods, 

performance, workmanship and maintenance 
● any works and constructions in which the product/system is installed, including their nature, 

design, methods, performance, workmanship and maintenance 
● any loss or damage, including personal injury, howsoever caused by the product/system, 

including its manufacture, supply, installation, use, maintenance and removal. 
 

1.6 This Report does not constitute or indicate any approval, certification or endorsement of the 
product/system. 
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2 COLOUR MEASUREMENT 
 
2.1 Method 
 
Specimens were UV aged in a QUV weatherometer. At the end of the test period any colour change 
was determined instrumentally using a spectrophotometer in accordance with BS 3900 Parts D8 – D10 
: 1986 Determination of colour and colour difference, (ISO 7724 Parts 1-3). 
 
2.2 Samples 
 
BBA ref/lot Quantity Description 

S1/52131/2 1 3.6 m x 176 mm x 32 mm Millboard decking planks (BN 
28102014) Dark brown. 

S1/52131/3 1 3.6 m x 176 mm x 32 mm Millboard decking planks (BN 
28102014) Light brown. 

 
2.3 Conditioning 
 
Control - Tested as received. 

UV aged - Exposure condition `S’ as defined in EOTA Technical Report TR-010 
dated May 2004 - Liquid Applied Roof Waterproofing Kits (LARWK) – 
Exposure procedure for artificial weathering - 60°C 5 hours UV-A, 1 hour 
spray but for a total of 5000 hours. 

 
2.4 Results 
 

Lot Conditioning 
CIE 1976 Colour reading a* Evaluation b* Evaluation 

ΔL Δa Δb ΔE (D65) (D65) 

2 5000 hours UV 4.22 -0.64 0.20 4.27 Less red Yellower 

3 5000 hours UV 0.41 0.03 -1.40 1.46 Redder Less yellow 

 


